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		  Datasheet File OCR Text:


		  ^^fni-donauctoi ^products., one. 20 stern ave. springfield, new jersey 07081 u.s.a. g105-G270 telephone: (973) 376-2922 (212)227-6005 fax: (973) 376-8960 sidacs |t(rsm) = 1-0 amperes vbo = 95 thru 280 volts mechanical data : * case : do-41 molded plastic * epoxy : ul94v-o rate flame retardant * lead : axial lead solderable per mil-std-202, method 208 guaranteed * polarity : color band denotes cathode end * mounting position : any * weight: 0.339 gram * pb / rohs free 0.107(2.7) 0.080 (2.0) 0.034 (0.86) 0.028(0.71) dimensions do [ in inch -41 i 1.00(25.4) l mini. ^ \ 0.205 (5.2) 0.161 (4.1) f "t 1.00(25.4) 4 min \s and ( millimeters ) maximum ratings and electrical characteristics rating at 25 c ambient temperature unless otherwise specified. rating maximum repetitive peak off-state voltage minimum breakover voltage maximum breakover voltage maximum on-state rms current maximum peak surge (non-repetitive) on-state rms current one-cycle @ 60hz maximum repetitive peak off-state current (60 hz sine wave , vd = rated vdrm) maximum dynamic holding current maximum breakover current operating junction temperature range storage temperature range symbol vdrm veo(min) vso(max.) ij(rms) itsm idrm 'ho i bo tj tstg g105 g120 g130 g220 90 +90 90 180 95 110 120 205 113 125 135 230 1.0 20 10 100 200 - 40 to + 1 - 40 to + 1 g240 180 220 250 25 50 g260 +180 240 270 G270 180 250 280 unit v v v a a ma ma ma c c nj semi-conductors reserves the right to change test conditions, parameter imits and package dimensions without notice. information furnished by nj semi-conductors is believed to be both accurate and reliable at the time of going to press. however, nj semi-conductors assumes no responsibility for any errors or omissions discovered in its use. nj semi-conductors encourages customers to verity that datasheets are current before placing orders. quality semi-conductors
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