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		  Datasheet File OCR Text:


		  naina semiconductor ltd.   GBPC35- GBPC35w        1   d-95, sector 63, noida C 201301, india    ?    tel: 012 0-4205450    ?    fax: 0120-4273653    sales@nainasemi.com    ?    www.nainasemi.com    glass passivated single-phase bridge rectifier, 35a   features   ?   glass passivated chip junction  ?   low reverse leakage current  ?   high surge current capability  ?   low power loss  ?   high efficiency  ?   electrically isolated metal case for    maximum heat dissipation    mechanical data   ?   case: molded plastic body with heatsink  ?   terminals: plated lead solderable (add w suffix f or wire leads)  ?   polarity: as marked on case  ?   mounting: through hole for #10 screw  ?   mounting torque: 20 in-lbs max.  ?   weight: 18 grams (approx)        notes:  (1)   measured at 1.0 mhz and applied reverse voltage of 4 .0v dc.  (2)   thermal resistance from junction to case per leg       maximum ratings & electrical characteristics  (t a  = 25 0 c unless otherwise noted)   parameter   symbol   GBPC35(w)   units   005   01   02   04   06   08   10   12   maximum repetitive peak reverse voltage  v rrm   50  100  200  400  600  800  1000  1200  v  maximum rms voltage  v rms   35  70  140  280  420  560  700  840  v  maximum dc blocking voltage  v dc   50  100  200  400  600  800  1000  1200  v  average rectified output current  i o   35  a  non-repetitive peak forward surge current,  single half sine-wave superimposed on rated  load (jedec method)  i fsm   400  a  dc forward voltage drop per element @17.5a  v f   1.1  v  peak reverse current at rated dc  blocking voltage    t c  = 25 o c  i r   5.0  a  t c  = 125 o c  500   typical junction capacitance (note 1)  c j   300  pf   typical thermal resistance (note 2)  r j-c   1.4  o c/w  rms isolation voltage  v iso   2500  v  operating and storage temperature  t j , t stg   -55 to +150  o c 

 naina semiconductor ltd.   GBPC35- GBPC35w        2   d-95, sector 63, noida C 201301, india    ?    tel: 012 0-4205450    ?    fax: 0120-4273653    sales@nainasemi.com    ?    www.nainasemi.com    package outline                       ordering table    gbpc  35  12  w  1  2  3  4    1 C single-phase bridge  2 C current rating = i o   3 C voltage code (005, 01, 02, 04, 06, 08, 10, 12)  4 C none = gbpc (with terminal leads)        w = gbpc-w (with wire leads)           gbpc (in millimeters)   gbpc - w (in millimeters)  
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