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		  Datasheet File OCR Text:


		  materials used carries u/l recognition ss                                 m a x i m u m   r a t i n g s   a nd   e l e c t r i c a l   ch a r a c t e r i s t i cs g bpc g bpc g bpc g bpc g bpc g bpc g bpc 15005 1501 1502 1504 1506 1508 1510 25005 2501 2502 2504 2506 2508 2510 35005 3501 3502 3504 3506 3508 3510 50005 5001 5002 5004 5006 5008 5010 m a x i m u m   r e c u rr e n t  p ea k   r e v e r s e   v o l t a ge v rrm 50 100 200 400 600 800 1000 v m a x i m u m   r m s   br idg e  i npu t  v o l t a ge v r ms 30 70 140 280 420 560 700 v m a x i m u m   a v e r a g e  f o r w a r d                              r e c t i f i e d   o u t pu t  c u rr e n t      @  t c =55  p ea k  f o r w a r d   s u r a g e   c u rr e nt 8 . 3 m s   s ingl e   h a l f   s in e - w a ve s up e r  i m p o s e d   o n   r a t e d   l oad m a x i m u m   f o r w a r d   v o l t a g e   d r o p   p e r   e l e m e nt a t  5 . 0 / 7 . 5 / 12 . 5 / 17 . 5 / 25 . 0   a   p eak m a x i m u m   r e v e r s e   c u rr e n t  a t  r a t ed   dc   b l o c k ing   v o l t a g e   p e r   e l e m e n t        @  t a =25  o p e r a t ing    t e m p e r a t u r e   r a ng e  t j  s t o r a g e   t e m p e r a t u r e   r a ng e  t s tg  - 55  t o   +150 i f sm   10   a i r i ( av) - 55  t o   +150 ua a f o r   c apa c i t i v e   l oad ,  d e r a t e   c u rr e n t  b y   20% s y m b ol r e s i s t i v e   o r   i ndu c t i v e   l oad   60 h z. r a t i ng   a t  25    a m b i e n t t e m p e r a t u r e   un l e ss   o t h e r w i s e   s p e c i f i e d.     15 / 25 / 35 / 50 a m pe r es  g l a ss   p a i v a t e d  br i d g e   r e c t i f i e rs d i m e n s i on s   i n   i n c h e s   and   ( m ili m e t e r s) un it ch a r a c t e r i s ti cs 1 .1 v v f g b pc m e t a l   h ea t   s i nk ( 2 . 4) 0 . 94 d i am     h o l e  f o r  n o . 8   sc r ew 1 9 3 " ( 4 . 9 ) d i am . 242 ( 6 . 15) . 254 ( 6 . 4 5) . 0 35 ( 0 . 9) . 02 8 ( 0 . 7) 1 . 1 1 4 ( 2 8 . 3) 1 . 130 ( 28 . 7) . 661 ( 16 . 8) . 648 ( 16 . 4) . 555 ( 14 . 1) . 571 ( 14 . 5) . 64 8 ( 16 . 4) . 6 61 ( 1 6 . 8) 1 . 130 ( 28 . 7) 1 . 114 ( 28 . 3) . 335 ( 8 . 5) . 2 9 5 ( 7 . 5) . 8 82 ( 2 2 . 4) . 921 ( 23 . 4) . 7 20 ( 1 8 . 3) . 70 5 ( 17 . 9) g g   g bpc 10   15 25 35 50 300 350 400 450 g bpc 15 g bpc 25   g bpc 35 reverse voltage -  50 to 1000 volts     forward current - g b p c 15 / 25 / 35 / 50 se ri es www.shunyegroup.com.cn mechanical data glass passivated die construction diffused junction low reverse leakage current low power loss, high efficiency surge overload rating to 400a peak electrically isolated metal base for maximum heat dissipation case to terminal isolation voltage 1500v case: molded plastic with heatsink internally mounted in the bridge encapsulation terminals: plated leads solderable per mil-std-202, method 208 polarity: as marked on case mounting: through hole for #10 screw mounting torque: 8.0 inch-pounds maximum gbpc weight: 20 grams (approx.) features

         i n s t a n t a n e o u s  f o r w a rd   v o l t a g e , v o l ts i n s t a n t a n e o u s     f o r w a r d     c u r r e n t   , a m p e r e s fi g . 3 - t y p i c a l  f o r w a rd   ch a r a c t e r i s t i cs 100 10 1 .0 0 .1 0 . 01 0 .6 0 .8 1 .0 1 .2 1 .4 0 .4 1 .6 g bp c 35 g bp c 15 g bp c 25 g bp c 10 a v e r a g e     f o r w a r d     o u t p u t     c u r r e n t   , a m p e r e s fi g . 2 -   d e r a t i n g   cur ve   o u t p u t   r e c t ifi e d   curr e nt t e m pe r a t ur e, ! 150 100 20 0 10 30 40 50 50 g bp c 35 g bp c 25 g bp c 15 g bp c 10 10 1 .0 0 .1 0 . 01 0 120 20 40 60 80 100 140 t j = 25 ! pe rc e n t   o f  r a t e d   peak   r eve r se   v o l t a ge i n s t a n t a n e o u s     r e v e r s e     c u r r e n t , m i c r o a m p e r e s fi g . 4 - t y p i c a l   r eve r se   ch a r a c t e r i s t i cs nu m be r   o f  c y c l es   a t   60 hz p e a k     f o r w a r d     s u r g e   c u r r e n t   , a m p e r e s fi g . 1 - m a x m un   f o r w a rd   s ur g e   curr e nt 200 0 350 400 300 100 10 1 500 g bp c 35 g bp c 25 g bp c 15 g bp c 50 www.shunyegroup.com.cn
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