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		  Datasheet File OCR Text:


		  small signal schottky  diode features ? for low-loss, fast-recovery, meter protection, bias isolation and clamping applications ? integrated diffused guard ring ? low forward voltage v rm  peak reverse voltage 40 v  if peak forward current  0.25  a i fsm   forward surge current, tp=10ms 0.8   a pd power dissipation , tc=2  250 mw t j  junction temperature  150  t stg   storage temperature -55 to +125  rthja thermal resistance junction to  ambient  400 o c/w electrical characteristics @ 25 o c unless otherwise specified  symbol parameter min typ max units v f forward voltage     (i f =1madc) (i f =10madc) (i f =30madc) (i f =100madc) --- --- --- --- 350 430 520 750 mvdc i r reverse current     (v r =25vdc) --- --- 2 adc c t diode capacitance  (vr=5v, f=1mhz)  6  pf 	
 omponents 20736 marilla street chatsworth 
 	
 
   

 www. mccsemi .com revision: a 1 of 3     2016/01/26 bat64-04  bat64-05  bat64-06 bat64-06 marking:66s    bat64-05 marking:65s    bat64-04               marking: 64s    lead free finish/rohs compliant  ("p"suffix designates rohs compliant.  see ordering information)  epoxy meets ul 94 v-0 flammability rating  moisture sensitivity level 1 ? halogen free available upon request by adding suffix "-hf" maximum ratings  symbol parameter rating unit --- --- --- --- sot-23 suggested solder pad layout dimensions inches mm dim min max min max note a .110 .120 2.80 3.04 c .047 .055 1.20 1.40 d .035 .041 .89 1.03 e .070 .081 1.78 2.05 f .018 .024 .45 .60 g .0005 .0039 .013 .100 h .035 .044 .89 1.12 j .003 .007 .085 .180 k .015 .020 .37 .51 .079 2.000 in ches mm . 031 .800 .035 .900 . 037 .950 .037 .950 a c b d e f g h j k b .083 . 104  2.10  2.64 micro commercial components  m c c tm --- ---

 0 8 16 24 32 40 0 5 10 15 20 0 25 50 75 100 125 0 50 100 150 200 250 300 0.0 0.2 0.4 0.6 0.8 1.0 1.2 1 10 100 01 02 03 04 0 0.1 1 10 100 1000     c a p aci t a nce characteristics capacitance between terminals c t     (pf) reverse voltage    v r     (v) t a =25  f=1mhz reverse    c h aracteristics forward    characteristics power derating curve power dissipation    p d     (mw) ambient tem perat ure    t a     ( )    t a =25  t a =100  forward volt ag e     v f     (v) forward current    i f     (ma) 800     t a =25  t a =100  reverse voltage    v r     (v) reverse current   i r     (ua) typical characteristics revision: a 2016/01/26 www. mccsemi .com 2 of 3 micro commercial components  m c c tm

 revision: a 2016/01/26 www. mccsemi .com 3 of 3 device  packing  part number-tp tape&reel: 3kpcs/reel  ordering information : ***important no tice***   micr o commercia l components corp.  r e s erve s  the  right to make changes without further notice to any product herein to  mak e corrections, modifications , enhancements , improvements , or other changes .  m icro commercial components  cor p .  does not assume any liability arising out of the application or use of any product described herein; neither does it  co nvey any license under its patent rights ,nor the rights of others . the user of products in such applications shall assume all  r isks of such use and will agree to hold  mic ro commercial components corp .  an d all the companies whose products are  r epresented on our website, harmless against all damages.   ***life support***  mcc's products are not authorized f or us e as critical components in l ife suppor t de vice s or s ystems with out the express written  approval of micro commercial components corporatio n.   ***customer awareness***  count erf ei ting o f semi conductor parts is a growi ng problem in the industry. micro commerci al  com ponents (mcc) is taking  strong measures to protect ourselves and our customers from the proliferation of counterfeit parts. mcc strongly encourages  cu stomers to purchase mcc parts either directly from mcc or from authorized mcc distributors who are listed by country on  o ur web page cited below. products  customers b uy  either from mcc dir ectly or  from authorized mcc distributors are genuine  parts, have full traceability, meet mcc's quality standards for  hand ling an d  storag e.  mcc will not provide any warranty  cove rage or other assistance for parts bought from unauthorized sources.  mc c is committed to combat this global  prob lem and encourage our customers to do their part in stopping this practice by buying direct or from authorized  di stributors.   note : adding "-hf" suffix for halogen free,  eg.  part number-tp-hf micro commercial components  m c c tm
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