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		  specifications ab series introductions components electrical schematic ab2d compact iec connector filters mechanical construction inch unit: mm fig. b g f f l e n i l n sw cx r l g' cy cy l' d a o l n' fig. a g n l i f e n sw f l l cx r o cy n' g' d a cy l' l 2.34max. 59.5max. 62.5mxa. 2.46max. 0.5 12.7 2.08max. 52.9max. 1.97 0.02 50.0 1.575 0.02 40.0 2.54min. 64.5min. suggested mounting cutout (mounting from front) 29.01 1.16 2.36 60.0 +0.02 -0 m3 -0 +0.02 r0.1 r2.5 1.575 0.004 40.0 1. power module incorporates an iec connector, single or double fuse (ie c 5 x 20mm) holder, and double-pole power switch, plus an emi filter all-in-one easy-to-install unit. 2. all part numbers are ul recognized and csa certified. part no. cx (uf) l (mh) cy (pf) r (ohm) 01ab2d 01ab2s 03ab2d 03ab2s 06ab2d 06AB2S 10.5 0.22 2.5 2200 1m 0.8 minimum insertion loss in db 1. maximum leakage current each line-to-ground @ 115vac 60hz: 0.2ma @ 250vac 50hz: 0.4ma 2. hipot rating (one minute) line-to-ground: 2250vdc line-to-line: 1450vdc 3. operating frequency: 50/60hz 4. rated voltage: 115/250vac current frequency-mhz rating .15 .50 1.0 5.0 10 30 1a 30 35 40 40 40 35 3a 20 25 30 40 40 35 6a 10 15 20 35 40 35 1a 8 203040 4035 3a 7 152540 4035 6a 5 152035 4035 common mode (l-g) in 50 ohm system differential mode (l-l) in 50 ohm system type & rated current delta part no. 01ab2d 03ab2d 06ab2d 01ab2s 03ab2s 06AB2S rated current 115vac 1a 3a 6a 1a 3a 6a 250vac 1a 3a 6a 1a 3a 6a iec connector fuse double single double-pole power switch double double electrical schematic (fig.) a b ul & csa approved current rating: ul/csa-10a. electrical lifetime: 10,000 cycles. maximum inrush current: 51a. 4-1
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