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		  Datasheet File OCR Text:


		  0.079(2.0)  max  0.020(0.52)  typ  0.165 (4.2)  max  1.0 2(26.0)  min.  1.0 2(26.0)  min.  do-35(glass)  dimensions in millimeters 1N6263 small signal schottky diode low forward voltage drop guard ring construction for transient protection fast switching time low reverse capacitance case: do-35, glass leads: solderable per mil-std-202, method 208 marking: type number polarity: cathode band weight: 0.13 grams (approx.) mechanical data features 1 of 2 www.sunmate.tw s ym bol v a lue u nit 60 p o w e r d i ss i pa t i o n ( i n f i n i t e h ea t s i n k) p d 400 ( 1) mw m a x i m u m s i n g l e c yc l e s u r ge 10  m s s q u a r e w a ve i f sm 2 a t h e r m a l r e s i s t a n c e j un c t i o n  t o a m b i e n t  a ir r q ja 0 .3 ( 1)  c / mw j un c t i o n t e m pe r a t u re t j 125 ( 1)  c s t o r age  t e m pe r a t u r e r a n ge t s - 55  t o + 150  ( 1)  c e l ect r i ca l ch a r acte r i st i cs  (t j = 25  c un l e ss o t h e r w i s e n o t ed) p arame t er s ym bol m in t yp m ax u n it i r = 10  m a 60 - - r e v e r s e c u rr e nt i r v r = 50  v - - 200 na i f = 1 ma - - 0 . 41 i f = 15 ma - - 1 .0 - - 2 .2 i f =  i r = 5 m a, r e c o v e r  t o 0 . 1i r n o t e: ( 1 ) v a lid p r o v id e d  t h a t  l ea d s a t  a di s t a n c e o f  4 mm  f r o m c a s e a r e k e p t  a t  a m bi e n t t e m p e r a t u r e .. p arame t er r epe t i t i v e p ea k r e v e r s e v o l t age v rrm v r e v e r s e b r ea k do w n v o l t age v ( b r)r f o r w a r d v o l t age d r op v v t es t c ond i t i on - - d i ode c apa c i t a n ce r e v e r s e r e c o v e r y t i me v f cd t rr pf ns 1 v r = 0 v ,  f = 1 m hz ! ! ! ! ! ! ! ! ! maximum ratings t a = 25  c unless otherwise specified

 0.01 0.1 1.0 10 0 0.5 1.0 i , forward current (ma) f v , forward voltage (v) fi g .1t y pical forward characteristics f 0 100 80 60 40 20 0 0.5 1 i , forward current (ma) f v , forward voltage (v) f fi g .2t y pical forward characteristics 0.01 0.1 1 10 100 0 10 20 30 40 50 i , reverse current (ma) r v , reverse voltage (v) r fig. 3 typical reverse characteristics t = 125c j t = 150c j t = 100c j t = 75c j t = 50c j t = 25c j 0 1 2 01020304050 c , capacitance (pf) j v , reverse voltage (v) r fi g .4t y p. junction capacitance vs reverse volta g e t = 25 c j  2  of 2 www.sunmate.tw
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