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		  Datasheet File OCR Text:


		  connect inter 102 010217 connect inter poke-home: single vertical contact  18-26 awg: wtb 70-9296 electrical ?  voltage rating: 300v based on placement distance ?  current rating: see matrix below environmental ?  operating temperature:  -40oc to +125oc mechanical ?  contact material: phosphor bronze ?  contact plating: pure tin ?  durability: 5 cycles features and benefits ?  dual beam contact provides maximum mechanical stability and wire retention ?  tape and reel packaged for automated smt placement ?  staged current rating based on awg, maximum is  12a (18awg) ?  increased functionality with the single contact placement: multiple contacts and/or specific individual locations applications ?  machine controls: motors, drives, solenoids, sensors, fans and pumps ?  commercial buildings: controls, security, fire and sensors ?  smart grid: meters, breakers and panels ?  ssl/led; bulbs, fixtures, signage and streetlights current rating 18awg 20awg 22awg 24awg 26awg 15a 14a 10a 9a 7a avx continues to develop innovative connectors for the industrial electronics market that provide significant benefits over existing, outdated connector solutions. the latest release is single vertical wire-to-board (wtb) contacts that provide cost effective, yet robust discrete wire termination without the expense of an insulator and assembly costs. this new family of top and bottom entry contacts compliments the existing vertical poke home connectors already on the market, providing a lower cost solution without jeopardizing performance the new contacts support both solid and stranded wires ranging from 26awg  down to 18awg and current ratings as high as 12 amps. the set of four contacts provide both top and bottom entry for fr4 and metal core printed circuit boards. 9296 series 70 prefix 70 = contact 001 number  of ways 001 = 1 006 plating option 006 = tin plated how to order 1x3 contact style code contact wire insertion recommended accepted location direction for board type wire gauges 103 top side bottom entry fr4 18 ? 26 awg solid or stranded 113 through board top entry fr4 18 ? 26 awg solid or stranded 123 top side bottom entry metal clad 18 ? 26 awg solid or stranded 133 through board top entry metal clad 18 ? 26 awg solid or stranded certification: ul file #e90723 certification: ul file #e90723

 connect inter 103 010217 connect inter poke-home: single vertical contact  18-26 awg: wtb 70-9296 70-9296-001-103-006 9296 vertical mount smt contact top side contact ? bottom entry wire (fr4 board) suggested pcb layout notes: 1.  contact mounts on top side of board, wire inserted from under- side of board. 2.  style recommended for fr4 boards where minimum clearance required to contact and mounting pads. 3.  for further information refer to elco specification 201-01-143 and application notes 201-01-150. 4.  material: tin plated phosphor bronze. 5.  hole for wire insertion. 6.  pacing in tape and reel, 2000 pieces per reel. 7.  for wire trim details refer to page 107. packing details

 connect inter 104 010217 connect inter 70-9296-001-113-006 9296 vertical mount smt contact through board contact ? top entry wire (fr4 board) suggested pcb layout notes: 1.  contact mounts through the board, wire inserted from top side of board. 2.  style recommended for fr4 boards where minimum clearance required to contact and mounting pads. 3.  for further information refer to elco specification 201-01-143 and application notes 201-01-150. 4.  material: tin plated phosphor bronze. 5.  hole dimensions for contact. 6.  pacing in tape and reel, 2000 pieces per reel. 7.  for wire trim details refer to page 107. packing details poke-home: single vertical contact  18-26 awg: wtb 70-9296

 connect inter 105 010217 connect inter 70-9296-001-123-006 9296 vertical mount smt contact top side contact ? bottom entry wire (metal board) suggested pcb layout notes: 1.  contact mounts on top side of board, wire inserted from underside of board. 2.  style recommended for metal clad boards where maximum clearance required to contact and mounting pads. 3.  for further information refer to elco specification 201-01-143 and application notes 201-01-150. 4.  material: tin plated phosphor bronze. 5.  hole for wire insertion. 6.  pacing in tape and reel, 1600 pieces per reel. 7.  for wire trim details refer to page 107. packing details poke-home: single vertical contact  18-26 awg: wtb 70-9296

 connect inter 106 010217 connect inter 70-9296-001-133-006 9296 vertical mount smt contact through board contact ? top entry wire (metal board) suggested pcb layout notes: 1.  contact mounts through the board, wire inserted from top side of board. 2.  style recommended for metal clad boards where additional clearance required to contact and mounting pads. 3.  for further information refer to elco specification 201-01-143 and application notes 201-01-150. 4.  material: tin plated phosphor bronze. 5.  hole dimensions for contact. 6.  pacing in tape and reel, 2000 pieces per reel. 7.  for wire trim details refer to page 107. packing details poke-home: single vertical contact  18-26 awg: wtb 70-9296

 connect inter 107 010217 connect inter 9296 vertial mount smt contact wire trim details 70-9296-001-103-006 70-9296-001-113-006 70-9296-001-123-006 70-9296-001-133-006 notes: 1.  for full assembly procedure refer to application notes 201-01-150. 2.  the same wire strip length applies to all styles. 3.  stranded wires should be twisted to prevent single strands becoming detached when inserted into contact. poke-home: single vertical contact  18-26 awg: wtb 70-9296
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