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		  phoenix   contact   deutschland   gmbh page   1   /   5 http://www.phoenixcontact.de mar   25,   2010 extract   from   the   online catalog ? emug   45-   4rel/ksr-g   24/21 order   no.:   2943767 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2943767 ? ? relay   module,   multi-channel,   with   4   soldered-in   miniature   switching relays   for   dc   voltage   with   light   indicator   and   1   pdt   each,   contact   for medium   to   large   loads,   input   voltage   24   v   dc ? commercial   data ean 4017918081317 pack 5   pcs. customs   tariff 85364190 weight/piece 0.13748   kg product   notes weee/rohs-compliant   since: 06/07/2007 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data coil   side nominal   input   voltage   u n 24   v   dc input   voltage   range   in   reference   to   u n 0.8   ...   1.1

 emug   45-   4rel/ksr-g   24/21 order   no.:   2943767 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2943767 phoenix   contact   deutschland   gmbh page   2   /   5 http://www.phoenixcontact.de mar   25,   2010 nominal   input   current   at   u in 21   ma typical   response   time 7   ms typical   release   time 11   ms operating   voltage   display yes name   of   protection damping   diode,   polarity   protection protective   circuit/component damping   diode,   polarity   protection   diode contact   side contact   type single   contact,   1-pdt contact   material agni maximum   switching   voltage 250   v   ac/dc maximum   inrush   current 8   a limiting   continuous   current 6   a interrupting   rating   (ohmic   load)   max. 95   w   (for   24   v   dc) 50   w   (for   48   v   dc) 45   w   (for   60   v   dc) 35   w   (for   110   v   dc) 55   w   (for   220   v   dc) 1500   va   (for   250   v   ac) general   data width 45   mm height 79   mm depth 60   mm test   voltage   relay   winding/relay   contact 2.5   kv   ac   (50   hz,   1   min) ambient   temperature   (operation) -20   c   ...   55   c operating   mode 100%   operating   factor service   life   mechanical approx.   2   x   10 7   cycles standards/regulations iec   60664 iec   60664   a din   vde   0110 din   vde   0109-11,   draft din   en   50178/vde   0160 iec   60255/din   vde   0435   (in   relevant   parts) pollution   degree 2 surge   voltage   category iii

 emug   45-   4rel/ksr-g   24/21 order   no.:   2943767 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2943767 phoenix   contact   deutschland   gmbh page   3   /   5 http://www.phoenixcontact.de mar   25,   2010 mounting   position any assembly   instructions in   rows   with   zero   spacing connection   data type   of   connection screw/plug-in   connection accessories item designation description general 1780332 front-mstb-set/emug   45- 4rel combicon   connection   plug   set,   with   front   screw   connection   and plug-in   direction   parallel   to   conductor   axis 1780248 mstb-set/emug   45-   4rel combicon   connection   plug   set,   with   plug-in   direction   parallel   to conductor   axis 1780277 mstbp-set/emug   45-   4rel combicon   connection   plug   set,   with   plug-in   direction   parallel   to conductor   axis,   with   an   additional   test   connection   for   a   2.0   or   2.3 mm   ?   test   plug 1780303 mvstbr-set/emug   45-   4rel combicon   connection   plug   set,   with   plug-in   direction   vertical   to conductor   axis marking 2947035 emg-gks   12 equipment   marker,   width   12   mm

 emug   45-   4rel/ksr-g   24/21 order   no.:   2943767 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2943767 phoenix   contact   deutschland   gmbh page   4   /   5 http://www.phoenixcontact.de mar   25,   2010 diagrams/drawings circuit   diagram

 emug   45-   4rel/ksr-g   24/21 order   no.:   2943767 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2943767 phoenix   contact   deutschland   gmbh page   5   /   5 http://www.phoenixcontact.de mar   25,   2010 address phoenix   contact   deutschland   gmbh flachsmarktstr.   8 32825   blomberg,germany phone   +49   5235   3   12000 fax   +49   5235   3   41200 http://www.phoenixcontact.de ?   2010   phoenix   contact technical   modifications   reserved;
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