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		  Datasheet File OCR Text:


		  four wire, millivolt output transducers with integral  voltage regulator and amplifier offering superb  chemical and corrosion resistance.  gauge or absolute  pressure is detected using a four active arm strain  gauge bridge sensor, fused to a high-purity ceramic  diaphragm.  available in three classes of accuracy and  stability specified below, with ranges from 100mbar  to 600 bar or scaled to customer requirements. 	 stainless steel housing 	 rugged construction 	 excellent linearity 	 excellent long term stability 	 wide temperature range class a high specification transducer output span   200mv 0.5%  output  zero   0mv 0.5% of span non  linearity, hysteresis &      r epeatability (nlh)   0.1% of span (bes t fit straight line) compensated temp range   -20c  to 125 c operating temp   rang e -20c  to 125c thermal zero shift   0  to 100 c , 0.01% of span/ c 100 c , 0.015% of span/ c thermal span shift   0.015%   reading/  o c typical long term stability   0.1%  / 12 months typical  power supply   10 t o 32vdc class b industrial transducer output span   200mv 1%  output  zero   0mv 1%  of span  non linearity, hysteresis &      r epeatability (nlh)   0.15%  of span (best fit straight line) compensated temp range   0c  to 100 c operating temp   rang e -20c  to 125c thermal zero shift   0.015%  span/c thermal span shift   0.015%  reading/ c  typical long term stability   0.1%  / 12 months typical  power supply   10 t o 32vdc  class c general purpose/oem transducer output span   200mv 1% output  zero   0mv 1%  of span non linearity, hysteresis &      r epeatability (nlh)   0.25%  of span (best fit straight line) compensated temp range   0c  to 80c operating temp   rang e -20c  to 125c thermal zero shift   0.04% spa n/c thermal span shift   0.015%  reading/ c  typical long term stability   0.1%  / 12 months typical power supply   10 t o 32vdc options pressure connection g?" bsp male or female g?" bsp male ?" npt male or female ?" npt male others available on request electrical connection ip65 mini plug & socket ip65 large plug & socket ip65 cable & ferrule ip68 glanded cable others available on request housing material 316l stainless steel others available on request electrical output 0-100mv others available on request DS2807   p age 1 of 2 product data sheet  DS2807 sensit hps-a series active mv  output pressure transducer pressure

 dimensions (mm) * note: >200 bar, hexagon 27 a/f and diameter 27 mechanical specification safe over-range pressure   1.5 x r ated range burst pressure   3  x rated range minimum etted materials   st ainless steel, alumina ceramic, viton (other o-ring ma terials available) for level or depth measurement, use the  new trident series of submersible pressure transducers  or if our application reuires sometin special contact  sales if e do not alread ae te solution our e desin team are read to elp ip68 glanded cable 4 core cable  with vent  tube & evlar  strain relief case & cover  material 316l  st st 6  (100 & 200 bar) 0 up to 50 bar tig elds * hex 18 a/f pressure port  g1/4 (other  sies  available) gland ip68 to  10 bar label  25 ip65 cable and ferrule cable outlet,  sleeved &  bonded case & cover  material 316l  st st  25 81 (100 & 200 bar) 75 up to 50 bar tig elds * hex 18 a/f pressure port  g1/4 (other  sies  available) 4 core black  fep cable (ptfe) label din 43650 plug and socket case & cover  material 316l  st st 66 (100 & 200 bar) 60 p to 50 bar tig elds * hex 18 a/f pressure port  g1/4 (other  sies  available) din 43650  connector label 25 din 40050 plug and socket sensit pressure transducers are also available  with the following outputs: 	  	  	         * hex 18 a/f pressure port  g1/4 (other  sies  available) mini din  connector to  din 40050 label 101 above 200 bar 85 above 200 bar 84.5 above 200 bar 61 above 200 bar DS2807   page 2 of 2 1-4  campbell  court, bramley,  t adley, hampshire, rg26 5eg, england tel: 44(0)1256  88401         fax: 44(0)1256  88286 every effort has been made during the preparation of this document to ensure the accuracy of statements and specifications.  however, we do not accept liability for damage, inury, loss  or expense caused by errors or omissions made.  e reserve the right to withdraw or amend products or documentation without notice.  05ocs0715
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