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		  Datasheet File OCR Text:


		  components product information connector new mb-0305-1 october 2015 jae pmk div. proprietary. copyright ?  2015, japan aviation electronics industry, ltd. 1/7 historically automotive camera modules have  utilized analog image data, mainly for rear  and surround-view cameras. recently, demands for on-board camera modules  have increased in north american and  european markets due to laws and regulations.   especially digital camera modules for  adas (automotive driver assistance s ystem) sensing applications are expanding  demand. to meet these demands, jae has developed t he MX55 series automotive digital camera  compatible connector. the MX55 series c onnector satisfies the lvds high-speed  differential signal transmission  performance, as well as hav ing environmental resistance  required of an automotive connector.  automotive digital camera  compatible connector MX55 series  transmission characteristics ideal for lvds.  surface of the connector is covered wit h a shielded shell for emi prevention.   superior waterproof perform ance. (ip69k when mated and  rear case 100kpa as an  individual product)  2.2mm side pitch, 2 rows, 6 pos. (2 pos. fo r differential signal +  1 pos. for power + 1  pos. for ground + 2 pos. for option)  smt type pcb connector.   cable connector is offered in both strai ght type and right angle types. (cable pull-out  directions can be set in 4 orientations)  mechanical lock and twist-resistant  structure for mated connectors.  available as a completed harness to  ensure transmission performance reliability. ? no. of contact: 4-position (cable  side), 6-position (pcb side) ? dielectric withstanding voltage: ac500v , applied for 1 minute (when mated) ? operating temperature: - 40 deg. c to +85 deg. c ? insulation resistance: 100m ?  min. (when mated) ? applicable board thickness: 1.6mm min. ? applicable cable: shielded twisted quad  (stq) cable. (sold as harness product) ? connector insertion force: 70n max. general specifications features

 mb-0305-1 jae pmk div. proprietary. copyright ?  2015, japan aviation electronics industry, ltd. 2/7 component material / finish terminal copper alloy / contact ar ea: au plating over ni board connection area: sn plating housing lcp-gf35 component material / finish terminal copper alloy / contact area: au plating over ni outer housing pa-gf33 inner housing pa-gf33 gnd shell steel / sn plating seal rubber synthetic rubber potting synthetic resin  pcb connector: 6 pos.  rear case connector: 6 pos. materials and finishes

 mb-0305-1 jae pmk div. proprietary. copyright ?  2015, japan aviation electronics industry, ltd. 3/7  cable connector (straight): 6 pos. component material / finish terminal copper alloy / contact area: au plating over ni cable connection area: sn plating outer housing pbt-gf30 inner housing pbt-gf30 inner cover pbt-gf30 retainer pbt-gf30 gnd shell copper alloy  / sn plating cover shell brass / sn plating grommet silicone rubber sleeve brass / sn plating conductive tape   cable connector (right  angle): 6 pos. component material / finish terminal copper alloy / contact area: au plating over ni cable connection area: sn plating outer housing pbt-gf30 inner housing pbt-gf30 inner cover pbt-gf30 retainer pbt-gf30 gnd shell copper alloy  / sn plating cover shell brass / sn plating grommet silicone rubber sleeve brass / sn plating cover housing pbt-gf30 outer cover synthetic resin conductive tape 

 mb-0305-1 jae pmk div. proprietary. copyright ?  2015, japan aviation electronics industry, ltd. 4/7  pcb connector (MX55006kq1) drawing no.: sj114294-1 unit: mm outer dimensions

 mb-0305-1 jae pmk div. proprietary. copyright ?  2015, japan aviation electronics industry, ltd. 5/7  rear case connector (MX55a06zb2) drawing no.: sj116527 note) please contact us if you have  inquiries and requests for custom orders  for gnd shell and outer housing for the  rear case connectors. unit: mm

 mb-0305-1 jae pmk div. proprietary. copyright ?  2015, japan aviation electronics industry, ltd. 6/7  cable connector: straight (MX55a04sb5) drawing no. : sj113971 note) cable connector is to be sold  as a harnessed product ,not as an  individual product. unit: mm

 mb-0305-1 jae pmk div. proprietary. copyright ?  2015, japan aviation electronics industry, ltd. 7/7 specifications jacs-11107 others  cable connector : right  angle (MX55a04sb6) drawing no.: sj116533 note ) cable connector is to be sold as a  harnessed product, not as  an individual product. also, please contact us when using a cable  connector (angle type). unit: mm product marketing division aobadai building, 3-1-19, aobadai, meguro-ku, tokyo 153-8539 phone: +81-3-3780-2882 fax: +81-3-3780-2946 * the specifications in this brochure are subject to change without notice. please contact jae for information. notice: 1. the values specified in this brochure are only for reference.  the products and their specifications are subject to change wi thout notice.  contact our sales staff for further information be fore considering or ordering any of our products.  for purchase, a product specification must be agreed upon. 2. users are requested to provide protecti on circuits and redundancy circuits to ensure  safety of the equipment, and sufficient ly review the  suitability of jae's products to the equipment. 3. the products presented in this brochure  are designed for the uses recommended below. we strongly suggest you contact our  sales staff when considering use of any of  the products in any other way than the recommend ed  applications or for a specific use that requires an extremely high reliability.  (1) applications that require consultation: (i)  please contact us if you are considering use involving a qua lity assurance program that you specify or that is peculiar to  the industry,  such as:  automotive electrical components, train cont rol, telecommunications devi ces (mainline), traffic light  control, electric power,  combustion  control, fire prevention or security systems, disaster prevention equipment, etc.  (ii)  we may separately give you our s upport with a quality assurance program that  you specify, when you think of a use such as :   aviation or space equipment, submarine repeaters, nuclear power  control systems, medical equipment for life support, etc.  (2) recommended applications include: computers, office appliances, telecommunications devices (termina ls, mobile units), measuring e quipment, audiovisual equipment,  home  electric appliances, factory automation equipment, etc.
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