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		  Datasheet File OCR Text:


		  1 confguration ?   connector 1: snap-on mmbx plug ?   connector 2: sma  male ?   cable  type: rg316-ds features ?   max. operating frequency of 3 ghz ?   snap-on mating ?   low profle right  angle confgurations ?   sma  bulkhead, n bulkhead and tnc bulkhead between- series confgurations applications ?   general purpose  test ?   pcb probing ?   pcb  testing ?   pcb-to-panel .   description pasternacks  mmbx  cable  assemblies  are  part  of  our  full  line  of  rf  components  available  for  same-day  shipping.   these  mmbx cable assemblies are designed to connect mmbx system components or test connections, delivering signal frequen - cies as high as 3 ghz. our family of mmbx cables can also be used to connect from pcb to panel, offering between series  mmbx options with sma bulkhead, tnc bulkhead and n bulkhead assembly confgurations. if none of our standard options  ft your application, you can specify your own custom mmbx cable assembly using pasternack s online cable creator . our mmbx cable assembly datasheet specifcations and drawing with dimensions are shown below in this pdf. pasternacks  broad catalog of rf, microwave and millimeter wave cable assemblies allow designers to confgure and customize their signal  connections however they like. whether the need is to provide an i/o for a board design, or simply create a custom cable  assembly confguration, pasternack has the right cable assemblies for the job. pasternack can also expertly build  your custom  cable assemblies for you and ship same day. electrical specifcations   description   minimum   t ypical   maximum   units   frequency range   dc     3    ghz   vswr       1.35:1     insertion loss       0.91   db   velocity of propagation     70      %   capacitance     29.4 [96.46]     pf/ft [pf/m]   .     click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   snap-on mmbx plug to sma male cable 18 inch length using rg316-ds coax   PE3C3854-18 PE3C3854-18  rev 1.0 snap-on mmbx plug to sma male cable  18 inch length using rg316-ds coax rf cable assemblies technical data sheet PE3C3854-18   

 2 specifcations by frequency   description   f1   f2   f3   f4   f5   units   frequency   0.1   0.25   0.5   1   3   ghz   insertion loss  (max.)   0.32   0.4   0.48   0.6   0.91   db   .       mechanical specifcations cable assembly   length*   18 in [457.2 mm] diameter   0.315 in [8 mm] . cable cable type   rg316-ds impedance   50 ohms inner conductor type   stranded inner conductor material and plating   copper clad steel, silver dielectric type   ptfe number of shields   2 shield layer 1   silver plated copper braid shield layer 2   silver plated copper braid jacket material   fep , tan jacket diameter   0.1 14 in  [2.9 mm] . repeated minimum bend radius   0.6 in [15.24 mm] PE3C3854-18  rev 1.0 click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   snap-on mmbx plug to sma male cable 18 inch length using rg316-ds coax   PE3C3854-18 rf cable assemblies technical data sheet PE3C3854-18 snap-on mmbx plug to sma male cable  18 inch length using rg316-ds coax   

 3 connectors   description   connector 1   connector 2   type   mmbx plug   sma  male   specifcation     mil-std-348a   impedance   50 ohms   50 ohms   connection method   snap-on      mating cycles   100     contact material and plating   beryllium copper , gold   brass, gold   contact plating specifcation     30 in minimum   dielectric type   ptfe   ptfe   outer conductor material and plating   brass, gold     body material and plating   brass, gold   brass, nickel   body plating specifcation     100 in minimum   coupling nut material and plating     brass, nickel   coupling nut plating specifcation     100 in minimum   hex size       5/16 inch   torque         3 in-lbs [0.34 nm]   .      mechanical specifcation notes: *all cable assemblies have a length tolerance of 1.5% or  3/8, whichever is greater . environmental specifcations temperature operating range   -55 to +155 deg c compliance certifcations   (see product page  for current document)   plotted and other data notes:   PE3C3854-18  rev 1.0 click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   snap-on mmbx plug to sma male cable 18 inch length using rg316-ds coax   PE3C3854-18 rf cable assemblies technical data sheet snap-on mmbx plug to sma male cable  18 inch length using rg316-ds coax PE3C3854-18   

 4 how to order part number confguration:   pe3c3854   -   xx     uu                      |            |          |                  unit of measure:   |            |                              cm = centimeters   |            |                                     = inches                |                                   length                                                                                      |                                                            base number example:    pe3c3854-12 = 12 inches long cable   pe3c3854-100cm = 100 cm long cable snap-on mmbx plug to sma male cable 18 inch length using rg316-ds coax from pasternack enterprises has same  day shipment for domestic and international orders. our rf, microwave and millimeter wave products maintain a 99.4%  availability and are part of the broadest selection in the industry . click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   snap-on mmbx plug to sma male cable 18 inch length using rg316-ds coax  PE3C3854-18 url:  https://www.pasternack.com/mmbx-plug-sma-male-rg316-ds-cable-assembly-PE3C3854-18-p.aspx       PE3C3854-18  rev 1.0 rf cable assemblies technical data sheet snap-on mmbx plug to sma male cable  18 inch length using rg316-ds coax PE3C3854-18   

 5 PE3C3854-18  rev 1.0 *standard tolerances apply only to dimensions in inches standard tolerances .x    0.2 .xx   0.01 .xxx  0.005 .185 4.70 length measured from contact to contact mmbx plug rg316ds sma male 5/16 hex the engineer's rf source r pasternack enterprises, inc. p.o. box 16759 | irvine | ca | 92623 phone:  (949) 261-1920 |  fax:  (949) 261-7451 website:  www.pasternack.com |  e-mail:  sales@pasternack.com cage code   53919 size  a scale  n/a cad file notes: 1.  unless otherwise specified all dimensions are nominal. 2.  all specifications are subject to change without notice at any time. 3.  dimensions are in inches [mm]. dwg title pe3c3854 052317 9999 snap-on mmbx plug to sma male cable 18 inch length using rg316-ds coax PE3C3854-18  cad drawing  
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