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		  Datasheet File OCR Text:


		  directional  yagi antennas y(s)2165 features and benefits: ?     all uhf and higher frequency models are  delivered fully  assembled. ?     all  radial  elements are secured to the boom with stainless  steel  hardware  to prevent  corrosion. ?   every  yagi  is tuned on a network analyzer for best power  match and  lowest  vswr. ?     all antennas ship complete with a mounting kit that includes  stainless steel  hardware. applications: ?   point-to-point  and multi-point /  omnidirectional outdoor antenna applications used by   private organizations  and government  agencies  around the globe. ?     typical  applications include  transportation such as  railroad switching,  remote locations reporting examples   that include oil  fields, weather  conditions and,  meter data transmissions  for  utilities. laird  silver  series  yagi  antennas  represent  great  value while  featuring  the same great  optimized design  and plated  brass  connector  found  on premium  gold  series  models.  each  yagi is  factory  tuned on  a  network analyzer for  best  power match  and  lowest  vswr,  offering  the best  possible  performance  every  time.  all  antennas ship complete  with  a mounting  kit  that includes  stainless  steel  hardware. silver  series  directional  yagi  antennas  combine  optimized  design  features  with  great value ant-ds-y(s) 2165  0516 any  information  furni shed  by  laird  inc.  a nd its agents  is  beli eved to  be  a ccurate   and  reliable.   all   specificati ons  are   subject  t o change  without  noti ce.  responsibil ity  for the  use  and  appli cation  of  laird materials rests  with  the  end  user,  since  laird  and  its  agents  cannot  be  aware  of  all  potential  uses.  laird  makes  no  warranties  as  to  the  fitness,  merchantability  or  suitability of any laird materials or products for any specific or general uses. laird shall not be liable for incidental or consequential damages of any kind. all laird products are sold  pursuant to the laird terms and conditions of sale in effect from time to time, a copy of which will be furnished upon request. ? copyright 201 6 laird inc. all rights reserved. laird,  laird technologies, the laird technologies logo, and other marks are trade marks or registered trade marks of laird inc. or an affiliate company thereof. other product or service names  may be the property of third parties. nothing herein provides a license under any laird or any third party intellectual property rights. electrical frequency range 216   C  225   mhz vswr <  2:1 return  loss -10 db  max nominal  gain 11.2  dbi front  to back  ratio 20  db maximum  power 300  w nominal  impedance 50  polarization vertical or  horizontal pattern directional horizontal  beamwidth  (for  horizontal  polarization) 60 vertical beamwidth  (for vertical polarization) 54 tuning na transmitting/receiving both mechanical material aluminum length 72 height 27 boom  diameter 1-1/4 weight 4.0  lbs rated wind  velocity 150 mph (241  kph) rated wind  velocity  (with  0.5 radial ice) 80 mph (130  kph) equivalent  flat  area 0.7581  sq.  ft. cable none termination n-female connector color silver only  for  ys series lightning  protection lightning  arrestor labh350nn  (sold  separately) mounting  included yagi  mounting  kit  included for  1-1/4  boom vertical-to-vertical  polarization  azimuthal pattern  (y,  z,  or  e-plane) horizontal-to-horizontal  polarization  azimuthal pattern   (y, z,  or  h-plane) n ormalized to 7.1 dbd americas:  +1.847  839.6925 ias-americaseastsales@lairdtech.com europe:  +44.1628.858941  ias-eusales@lairdtech.com asia:  ias-asiasales@lairdtech.com www.lairdtech.com radiation patterns
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