

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SC4820			ODEL1			MMP18444			KBP08M			BCM5424			100100			DG441			UUB1V221			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				053304 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  masse nur informatorisch, keine prfpl?ne erstellen. remarks cable group d ?  c ?  b ?  a ?  plating class part-no. 1,5-2,5m cu,  2 - 3mnip+  0,15m au  594213 1 1,7 2,7 3,2 3,8 rg 188 a/u,  rg 174 a/u, rg 316/u /02 294802 1 2 - 3m ni min.1,3m au sel. 1,7 2,7 3,58 4,3 rg 316 doppelgeschirmt / 03 294801 1 1,7 2,7 3,2 3,8 rg 188 a/u,  rg 174 a/u, rg 316/u /02 013686 1 1,2 1,7 2,2 3,2 rg 178 b/u, rg 196 a/u / 01 class a3 prior notice. contact one of the erni companies date 30.07.2013 l index stvsko crimp termination coaxial male contact 50 ohm 053304 5:1 information: tolerances scale www.erni.com before using. in mm i all dimensions drawing will not be updated. subject to modification without designation all rights reserved. only for information. to ensure that this is the latest version of this drawing, please copyright by erni gmbh proprietary notice pursuant to iso 16016 to be observed. 5,7 -0,1 4,8 f9 5,2 +0,3 a b c -0,3 5,5 -0,05 d -0,3 5,7 h11 4,2 -0,03 4,75 -0,1 9,35 +0,03 4,75 2,5 20,5 -0,2 22,8 m 2:1 missing informations and dimensions see at din 41626 technical data: insertion/withdrawel force per cont act:                    10n  mechanical operations:                                                500 contact resistance inner  conductor:                        10 mohm                                                                                   outer conductor:                         3 mohm insulation resistance inner/outer conductor:                                               200 mohm operation temperature:                                        -55c - +125c   frequency range:                                                    0-2 ghz return loss:                                                              > 20db (2ghz)                    solder temperature:                                                according jedec 020c  suitable assembly process:                                    leadfree wave / reflow soldering  rohs compliance:                                                   yes (6/6) designed for use with:                                             straight female  din / right angle female hm connector  packaging:                                                                antistatic plastic bag packaging unit:                                                        100 pieces per bag marking of packaging:                                              label or direct printed on bag                                                                                      required date see erni labeling spec. 254792
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