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		  Datasheet File OCR Text:


		  shielded power inductors   lps8045b  document 968-1   document 968-1  revised 05/10/16 core material   ferrite weight   0.88 C 1.1 g environmental   rohs compliant, halogen free terminations   rohs compliant matte tin over nickel over silver.  other terminations available at additional cost. ambient temperature   C40c to +85c with (40c rise)  i rms current. maximum part temperature   +125c (ambient + temp rise).  derating . storage temperature   component: C40c to +125c.    tape and reel packaging: C40c to +80c resistance to soldering heat  max three 40 second refows at  +260c, parts cooled to room temperature between cycles moisture sensitivity level (msl)   1 (unlimited foor life at LPS8045B-103MR_  10  0.073 0.090  49  2.8  3.2  3.3  1.55  2.15 lps8045b-153mr_  15  0.092 0.110  23  2.5  2.7  2.7  1.35  1.85 lps8045b-223mr_  22  0.102 0.130  21  2.0  2.3  2.4  1.25  1.75 lps8045b-333mr_  33  0.121 0.145  12  1.8  2.0  2.1  1.20  1.60 lps8045b-473mr_  47  0.153 0.179  10  1.6  1.7  1.8  1.10  1.50 lps8045b-683mr_  68  0.193  0.223  8.7 1.2  1.3  1.4 0.95  1.35 lps8045b-104mr_  100  0.297  0.342  6.5 1.0  1.1  1.1 0.78  1.10 lps8045b-154mr_  150  0.379 0.442  5.0  0.88  0.93  0.95  0.70  0.95 lps8045b-224mr_  220  0.564 0.662  4.3  0.70  0.74  0.77  0.60  0.82 lps8045b-334mr_  330  0.834 0.950  3.0  0.52  0.58  0.61  0.48  0.65 lps8045b-474mr_  470  1.28 1.45  2.5  0.43  0.48  0.50  0.39  0.53 lps8045b-684mr_  680  1.88 2.23  2.2  0.33  0.39  0.43  0.32  0.44 lps8045b-105mr_  1000  2.92 3.22  1.3  0.31  0.34  0.36  0.23  0.32 sample & bu y suppor t & fa q we b page t ools & softw are  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2017 this pr oduct may not be used in medical or high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check web site for latest infor mation.

 document 968-2   document 968-2  revised 05/10/16 l vs current typical l vs frequency inductance   (h) 4 10 100 1000 100  h 330  h 1000  h 33  h 10  h 0.1 1 100 10 frequenc y (mhz) 100  h 150  h 220  h 330  h 470  h 680  h 1000  h 68  h 47  h 33  h 22  h 15  h 10  h 6.8  h 0.01 0.1 10 1 current  (a) inductance   (h) 4 10 100 1000 dimensions are in inches   mm 0.1772 0.008 4,500,20 0.315 0.003 8,00 0,076 0.315 0.003 8,00 0,076 * * dash n umber inter nal code b xxx x recommended land p attern 0.339 8,61 0.205 5,21 0.134 3,40 0.126 3,19 0.126 3,19 0.117 2,98 0.117 2,98 0.072 1,84 0.072 1,84 dimensions are of the case not including the ter mination. fo r maximum ov erall dimensions including the ter mination, add 0.005 i n/0,13 mm. fo r optional tin-lead and tin- silv er-copper ter minations , dimensions are fo r the mounted par t. dimensions bef ore mounting can be an additional 0.005 inc h/0,13 mm). * 1 1 2 2 2 1 1 2 2 1  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2017 this pr oduct may not be used in medical or high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check web site for latest infor mation. lps8045b shielded power inductors 
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