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		  Datasheet File OCR Text:


		  phoenix   contact   deutschland   gmbh page   1   /   3 http://www.phoenixcontact.de feb   4,   2011 extract   from   the   online catalog ? flk   20/2flk14/ez-dr/400/konfek order   no.:   2305237 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2305237 ? ? assembled   circular   cable,   with   one   20-pos.   and   two   14-pos.   socket strips   (for   emerson   delta   v).   the   cable   is   suitable   for   coupling   8- channel   modules.   length   of   cable:   4   m ? commercial   data gtin   (ean) 4 046356 038928 note made-to-order sales   group i680 pack 1   pcs. customs   tariff 85444290 product   notes weee/rohs-compliant   since: 05/02/2005 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data general nominal   voltage   u n <   50   v   ac 60   v   dc max.   current   carrying   capacity   per   path 1   a max.   conductor   resistance 0.16   /m

 flk   20/2flk14/ez-dr/400/konfek order   no.:   2305237 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2305237 phoenix   contact   deutschland   gmbh page   2   /   3 http://www.phoenixcontact.de feb   4,   2011 ambient   temperature   (operation) -20   c   ...   50   c ambient   temperature   (storage/transport) -20   c   ...   70   c number   of   positions,   control   side 20 number   of   connectors,   control   side 1 number   of   positions,   module   side 14 number   of   connectors,   modul   side 2 fixed   cable   length 4   m single   wire,   cross   section 0.14   mm2 awg 26 single   wire,   material cu   tin-plated external   diameter 7.5   mm cable,   preassembly insulation   displacement,   iec   60352-4/din   en   60352-4 shielding no

 flk   20/2flk14/ez-dr/400/konfek order   no.:   2305237 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2305237 phoenix   contact   deutschland   gmbh page   3   /   3 http://www.phoenixcontact.de feb   4,   2011 address phoenix   contact   deutschland   gmbh flachsmarktstr.   8 32825   blomberg,germany phone   +49   5235   3   12000 fax   +49   5235   3   41200 http://www.phoenixcontact.de ?   2011   phoenix   contact technical   modifications   reserved;
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