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		  Datasheet File OCR Text:


		                                                                                                                                                                                  dc-dc converter   99d-r3 series   40watt  1.5kv  isolated   21  input  voltage  range   single  &  dual  output   2  x  1   specifications typical at ta=25c, nominal input vo ltage  and rated output current unless otherwise specified   part number  input  voltage   input  current  output   voltage   output   current   capacitor   load    efficiency   vdc  no-load   (ma  typ)  full load   (ma  typ)  vdc  full  load   (ma)   uf  %typ  99d-12s03r3nl   9-18  160  2472  3.3  8000  16000  89  99d-12s05r3nl   9-18  160  3745  5  8000  10000  89  99d-12s12r3nl   9-18  60  3753  12  3340  1800  89  99d-12s15r3nl   9-18  60  3708  15  2670  1200  90  99d-12d12r3nl   9-18  60  3795  12  1670   680  88  99d-12d15r3nl   9-18  60  3807  15  1340   560  88  99d-24s03r3nl   18-36  90  1236  3.3  8000  16000  89  99d-24s05r3nl   18-36  90  1873  5  8000  10000  89  99d-24s12r3nl   18-36  60  1876  12  3340  1800  89  99d-24s15r3nl   18-36  60  1854  15  2670  1200  90  99D-24D12R3NL   18-36  50  1898  12  1670   680  88  99d-24d15r3nl   18-36  50  1882  15  1340   560  89  99d-48s03r3nl   36-75  70  617  3.3  8000  16000  89  99d-48s05r3nl   36-75  70  926  5  8000  10000  90  99d-48s12r3nl   36-75  40  927  12  3340  1800  90  99d-48s15r3nl   36-75  40  917  15  2670  1200  91  99d-48d12r3nl   36-75  40  938  12  1670   680  89  99d-48d15r3nl   36-75  40  941  15  1340   560  89    yuan dean scientific     yuan dean scientific co.,ltd  rev:0 2018/10/31      99 d - r 3   series   temperature derating graph     input specifications   parameters  conditions  min  typ  max  units  voltage types        2:1    filter  pi network          protection  fuse recommended              features         40 watt 2x1 dil package     2:1wide input voltage     100% burned in     high efficiency to 91%     customized solutions available     remote control:on/off     ul94v-0 package material     operating temperature:-40  to +77     3 years warranty 

                                                                                                                                                                                   general specifications   parameters  conditions  min  typ  max   units  isolation resistance  500vdc  1000      m  switching frequency      350    khz  operating temperature  refer to temperature    derating graph    (with derating)  -40    77    humidity  non condensing  5    95  %  cooling  natural convection (20lfm)  case material  nickel coated with non-conductive base  weight      40    g  dimensions    50.8x25.4x11.6  mm  potting material    epoxy (ul94v-0 rated)  remote on/off  on  open  off  short to -vin  isolation voltage        1500   vdc  mtbf  mil-hdbk-217f @25  ,  ground benign  328000       hours   storage temperature    -55    +125     case temperature        +105     isolation capacitance        1500   pf  recommended test circuit   9 9 d - r 3   series   yuan dean scientific co.,ltd  rev:0 2018/10/31  part number       single vin +vout gnd -vout cin cout 100uf/25v       12v :cin   100uf,25v 24v & 48v:cin  10uf,100v output specifications   parameters  conditions  min   typ  max  units   voltage tolerance  full load@ vin(nom.)       2  %  line regulation        0.5  %  load regulation  single    dual(balance load)      0.5  2  %  cross regulation  dual    (25% to 100% load)      5  %  ripple & noise  output:3-15v types  bw=dc to 20mhz      100  mvp- p  output > 15v types  bw=dc to 20mhz      1% of vout   mvp- p  short circuit protection  hiccup,    automatic recovery          transient response  setting time  25% load step change     300    us  external trim adj. range        10  %  pin assignment  pin  1  2  3  4  5  6  single  +vin  -vin  remote on/off  +vout  -vout  trim  dual  +vin  -vin  remote on/off  +vout  com  -vout    d imensions         dual vin +vout gnd cin cout -vout cout       12v :cin   100uf,25v 24v & 48v:cin  10uf,100v com 100uf/25v 100uf/25v
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